IMTELLIGEMNT CONVYERNTIONAIL DETECTIONM

Speacifiers and installers who choose the
ultipoint detector do so secure in the
knowiledge that the fire detection

installed — and changed al amy time
during the lifetime of the nstallation.
The mode of detection required can be

simply set by configuring the DL switch in
the detecior elecironics module.

All modes are compliant with Evropean
detecior bype specifications, and are

suitable for use in installations compliant
with BSH839: Part 1: 2002.

MODES OF DETECTION

SMOKE 1

thermally enhanced optical
Ilsed where ionisation detectors are
normally filed, especially when there are Technical spacificalions
high ceilimgs or a risk of free burning fires

Coompatibelity: Twwindl i
SMOKE 2 (] lmlill'll:"I ::::11 rature: a'lf...'l'l:-.l:::::l'“"::‘
Thermally enhanced optical Lol
Used where optical detectors are Valtage Range: 18 1o 35+ DC
noemally fiied, when there is a risk of a Ciperating Current: Cuimscent; BSmA
smouldering fire and for escape routes. Alarm: 39mA
Sound high: 1Em#,
SMOKE 3 S
Thermally enhanced | with passe :
e i Loacding: P CELL fmax 32 SlUs per zone)
I=ed where optical detectors. are Souncar: 184U
normally wsed in positions exposad o Sound Cutputs: Lo 7 5B A)
brief concenrations of water vapour or High: SO A
smoke e.q. from a bathroom, kettle etc. LED Operation: o R—— 205 Imervad
HEAT 1 EOL: 55 interval
Rade of rse to 58°0 Fault: 1. 3= imkerval
Llsed where a standard rate of rise Adarm; Constant
detector would normally be used Pant Code: Mo sounder: 202 0003
Wifith scunder; 202 0001
HEAT 2
Low fixed temperature 58°C

Used where a standard fixed
temperature heat detector would
normally be fitted, suitable for kitchens etc

HEAT 3

High fixed temperatmre 90°-C

Used where a high fixed temperature
heat detector would normally be fitted,
suitable for boiler rooms, commercial
kitchens, etc.
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SMOKE 2/HEAT 2

A combination mode of SMOKE 2 &
HEAT 2 will rigger with either a smake
of heat socurce.

ag ®
rufl I IF the: Multipoint with integral scundes is required, then it
oo can bee sel o a choioe of 7 differem sownd el il gty
gl and the volume can be sl o eitber:

High (90 dBA}
frtaiigand Fio Bciaokegy Lenw (75 dBA)




